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Characteristic of Appearance

!ntﬂukga‘l:l and human Criendly design.
Flip open the sereen autamatically to display
'lkr dfstm-r of rear ohstacle when reversing.
 Full angle screen with three color to display
. different obstacle location.
. Flip closing screen automatically when
reversing stop.

Function Features:

1. The screen will flip open automatically
when reversing.
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* Technical Data

Operation voltage: 10.6-15V
Operation current: 80mA

2. The parking system will check the working
status of 4 sensors within 1 second when it

starts, It will display the sensor with symbols
(1E, 2E, 3E, 4E), corresponding ihe unmrt B!
which is marked with A, B, C, ).

X When reversing, the system will Illh-fl‘ﬂ
the distance of obstacle aulom ntiul.l;u

4. Voice reminding from the di{phx which
sounds like heartbeat style when reversing.
5. Detect the actual distance (2.5 ~ 0.30 m)
with digit number, m-rll!glnl precision up
to .01 A, "

. Dﬂnﬂlhelmtloq{:hhtmhwllh dilferent
calor, -

7. Flip clnnln{imun automatically when
reversing siop.

B, ODuiztanding performance under severe
environment conditions such as raining or
dark night, or highflow temperature, anti-
jamming of electromagnetic wave.
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Static current: 20mA

Max. Power consumption: 1.5W
Operation temperature: =30°C = +80°C
Detecting range: 2.5 < L3M (with accuracy
up to 0,01M )
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Plug the sensars inlo the hole INinstallation Make is mmavailable, please clip

the pdge sl sensar @ picture shown













